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STANDARD DUTY SPHERICAL OUTSIDE SURFACE BALL BEARINGS

ECCENTRIC LOCKING COLLAR TYPE
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Shaft Bearing Nominal dimensions Basic load ratings Weight
dia. number mm inch N
mm dynamic static
inch d D Bi C n B G d3 Bs F ds Cr Cor Kg
55 UEL 211 55 100 713 25 27.7 | 554 8.0 762 | 20.7 53 | M10X1.25 1.39
2 | UEL 211-32 2.0000 1.58
2-1116 | UEL 211-33 2.0625 43,500 29,200 1.52
3.9370 | 2.8071| 0.9843 | 1.0906 | 2.1811 | 0.3150 | 3.0000 | 0.8150 | 0.2087 | 3/8-24 UNF
2-1/8 | UEL 211-34 2.1250 1.44
2-3/16 | UEL 211-35 2.1875 1.36
60 UEL 212 60 110 7.7 27 309 | 618 8.0 840 | 223 53 | M10X1.25 1.87
2-1/4 | UEL 212-36 2.2500 2.03
2-5/16 - 2.312 52,500 36,000 .
UEL 212:37 912 4.3307 | 3.0591| 1.0630 | 1.2165| 2.4331| 0.3150 | 3.3071| 0.8780 | 0.2087 | 3/8-24 UNF .94
2-3/8 | UEL 212-38 2.3750 1.85
2-716 | UEL 212-39 24375 1.76
65 UEL 213 65 120 | 857 28 341 | 682 | 87 | 860 | 235 | 6.0 | M10X1.25 2.41
2-1/2 | UEL 213-40 2.5000 57,500 40,000 2.51
47244 | 3.3740 | 1.1024 | 1.3425| 2.6850 | 0.3425 | 3.3858 | 0.9252 | 0.2362 | 3/8-24 UNF
2-9/16 | UEL 213-41 2.5625 240
70 UEL 214 70 125 85.7 30 341 68.2 8.7 96.0 | 239 6.0 | M10X1.25 2.57
2-5/8 | UEL 214-42 2.6250 62,000 44,000 2.81
2-11/16 | UEL 214-43 2.6875| 4.9213 | 3.3740| 1.1811| 1.3425| 2.6850 | 0.3425| 3.7795 | 0.9409 | 0.2362 | 3/8-24 UNF 2.70
2-3/4 | UEL 214-44 2.7500 2.58
75 UEL 215 75 130 921 30 373 | 746 8.7 1020 | 239 6.0 | M10X1.25 2.84
2-13/16 | UEL 215-45 2.8125 3.13
2-7/8 | UEL 215-46 2.8750 66,000 49,500 3.00
5.1181| 3.6260 | 1.1811| 1.4685| 2.9370 | 0.3425 | 4.0157 | 0.9409 | 0.2362 | 3/8-24 UNF
2-15/16 | UEL 215-47 2.9375 2.87
3 | UEL 215-48 3.0000 2.74
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